20020411.ba v03_n321.bam.20020411 


>From ???@??? Thu Apr 11 18:39:39 2002 -0500 

Message-Id: <200204112339.g3BNdKFP027553@sco.theporch. com> 
Date: Thu, 11 Apr 2002 18:38:53 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3321 


BOATANCHORS Digest 3321 
Topics covered in this issue include: 


1) RE: Removing decals 
by third Eric <ejones@hiwaay.net> 
2) Wanted: LG-2, LG-3, GC-7, CD-1086 
by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
3) Paging Bob Lindgren 
by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
4) FS: *xMT-14/ARN-1 
by "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
5) UTC S-22 Mod xfmr connections? 
by Bob Login <jlogin@mindspring.com> 
6) Paging Paul Thekan... 
by "Ian and Kelly Abbott" <i.k.abbott@attbi.com> 
7) WTB: Atlas parts 
by "Bill Weinel" <tube_radio@mindspring.com> 
8) Re: UTC S-22 Mod xfmr connections? 
by W7QHO@aol.com 
9) UTC S-22 Mod xfmr connections? 
by "Rhett T. George" <rtg@ee.duke.edu> 
10) WTB: First 12 Year Set of Electric Radio Magazine 
by "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
11) Sonora RA-1 Amplifier (tube) 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
12) Re: UTC S-22 Mod xfmr connections? 
by Arden Allen <gumbear@pacbell.net> 
13) Re: Sonora RA-1 Amplifier (tube) 
by Arden Allen <gumbear@pacbell.net> 
14) Re: Sonora RA-1 Amplifier (tube) 
by Mike Feher <n4fs@monmouth. com> 
15) Hammarlund Cabinet Refinishing? 
by "James B. Branch, MD" <cut2cure@earthlink.net> 
16) Re: Hammarlund Cabinet Refinishing? 
by "Al Parker" <anchor@ec.rr.com> 
17) RE: Hammarlund Cabinet Refinishing? 
by "Shirli Sieb" <sieb@sympatico.ca> 
18) Sonora RA-1 Amplifier (tube) 


by "Herbert M. Rosenthal" <herbrose@lobo.net> 
19) Heathkit illustrations needed 

by "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 
20) E130L - What is it ? 

by "Richard W. Solomon" <wiksz@tiac.net> 
21) Re: Sonora RA-1 Amplifier (tube) 

by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
22) Re: Sonora RA-1 Amplifier (tube) 

by William Donzelli <aw288@osfn.org> 


Date: Wed, 10 Apr 2002 10:00:06 -0500 (CDT) 
Message-Id: <v03007801b8d9afc2595f@[216.180.66.179]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: third Eric <ejones@hiwaay.net> 

Subject: RE: Removing decals 


Also, if the decal is not in bad shape, badly applied, or isn't recent, 
comsider leaving it alone: it's part of the "provenance" of the rig! 


Date: Wed, 10 Apr 2002 14:46:22 -0400 
From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: Wanted: LG-2, LG-3, GC-7, CD-1086 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200204101446_MC3-F954-291D@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Groups, 


As I mentioned here a while back, I recently acquired a quantity of GN-58= 


-A 


generators, and have sold a few to list members and elsewhere. The first= 


two or three buyers cleaned me out of legs and cranks, and I didn't have 


any spare cables to begin with. So I'm looking for LG-2 and LG-3 legs (a= 


ny 
letter suffix), GC-7 Cranks, and CD-1086 Cables (either length). If any 
of 
you have any excess to your collections, please contact me off the list. 
I 


already checked with the usual suspects. Fair has only LG-2's left. 
others didn't have any of it. So check those junk boxes. :-) 


73 

Robert Downs 
<RWDowns_WA5CAB@compusetrve. com> 
Houston 


Date: Wed, 10 Apr 2002 14:46:18 -0400 
From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: Paging Bob Lindgren 
To: Old Tube Radios <boatanchors@theporch. com> 
Message-ID: <200204101446_MC3-F954-291B@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Groups, 


The= 


If I already asked this here, then I apologize for the repeat. I looked 
through my outgoing messages and didn't see it, and I know I didn't get a= 


ny 
responses. 


I'm trying to locate Bob Lindgren who is/was a BC-348 collector and 


restorer. In 1999, he lived in West Hills, CA, but the telephone number 
that I had for him is not in service, LD Directory Assistance wasn't much= 


assistance, and email doesn't bounce but doesn't get an answer either. 


e 


had a large quantity of generator legs and I have a large quantity of 


generators that need a leg to stand on. 


73 

Robert Downs 
<RWDowns_WA5CAB@compuserve.com> 
Houston 


Date: Wed, 10 Apr 2002 16:51:30 -0400 

From: "Robert W. Downs" <RWDowns_WA5CAB@compuserve.com> 
Subject: FS: *MT-14/ARN-1 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200204101651_MC3-F957-E648@compuserve. com> 


H= 


MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 
charset=IS0-8859-1 
Content-Disposition: inline 


Groups, 
For sale, one somewhat modified *xMT14/ARN-1 (also used with AN/APN-1). = 
Looks like someone modified this one so that they could sit a BC-348 onto= 


it (no connector mount of course). There are four holes drilled in it th= 
at 
the pins on the bottom of a BC-348 case do sorta fit into, and the lip at= 


the back has been bent down flat. Nothing to be done about the holes, 
although with the RT-x sitting on it, they wouldn't be visible. Someone 
with a sheet metal brake could fold the rear lip back up where it belongs= 


The pins at the front that the receiver slide fasteners slide over are 
still present. There are two holes in the folded down lip that look like= 


they might have had something, maybe hold down pins, in them. I've never= 
had an unmodified MT-14 to look at, but if so, these are missing. $20.00= 
plus shipping. Have no info as to what an unmodified one would likely go= 
for today, so I'll add "OBO". 


73 

Robert Downs 
<RWDowns_WA5CAB@compusetrve. com> 
Houston 


Message-Id: <5.0.2.1.0.20020410201304 .00aa63e0@pop.mindspring.com> 
Date: Wed, 10 Apr 2002 20:54:07 -0400 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Bob Login <jlogin@mindspring.com> 

Subject: UTC S-22 Mod xfmr connections? 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi, Built a modulator and connected the xfmr as per the instruction 


sheet and think I made a mistake? I'm using a pr of 811A's at 1100v. 

I'm mod a pair of 813's at 1600v at 320mils(400mils total measured at centertap 
--cathode current) output is 400w. The handbook shows plate to plate 

impedance as 

7400ohms and the load would be 5000ohms. 


Looking at the UTC chart (the AM window has a copy) I see two connections 
for 7000 p-p. 

Do I use each 7000 connection for one side and the other 7000 for the other 
side or do I just follow 

the 7000 line that most closely matches? Doing the latter did not do much 
modulation even though my 

meter certainly kicked up to 300+ mils on voice peaks? One 811A gets a 
yellower plate than the other like its 

working harder than the other thats what makes me think I have not 
connected the mod xfmr correctly. 


Message-ID: <0Q04101c1e0fe$c3fae7cO$2b44ea0c@attbi.com> 
From: "Ian and Kelly Abbott" <i.k.abbott@attbi.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Paging Paul Thekan... 
Date: Wed, 10 Apr 2002 19:15:35 -0700 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Paul Thekan, please contact me off the list if you see this message. 
Please pardon the use of bandwidth. 

Thanks, 

Tan Abbott 


Ian and Kelly Abbott 
i.k.abbott@attbi.com 


Message-ID: <QQa001c1e0ff£$4a59b580$0200a8cO@speedy> 
From: "Bill Weinel" <tube_radio@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: Atlas parts 
Date: Wed, 10 Apr 2002 22:19:17 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso0-8859-1" 


Content-Transfer-Encoding: 7bit 
Greetings fellow heavy metal fans, 


I'm in need of a replacement tuning drum for an Atlas 210x. Could make do 
with one from a 215 or similar, as I have a scale here that should work. I'm 
also looking for a Atlas noise blanker board (PC-120). Anybody have one 
their parting out? 


73 Bill w4whw 


From: W7QHO@aol.com 

Message-ID: <3d.1c6e71be.29e65044@aol . com> 
Date: Wed, 10 Apr 2002 22:34:44 EDT 

Subject: Re: UTC S-22 Mod xfmr connections? 
To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


In a message dated 4/10/02 6:21:10 PM, jlogin@mindspring.com writes: 


>Looking at the UTC chart (the AM window has a copy) I see two connections 
>for 7000 p-p. 


Right, that's what my chart from 50s UTC catalog shows too. 


>Do I use each 7000 connection for one side and the other 7000 for the other 
>side or do I just follow the 7000 line that most closely matches? 


Not quite sure what you're asking here. Both 7000 ohm lines on my chart 
provide a match to a 5 K load. In the first case, bring in your 1100 volts 
to terminals 3 & 4 and connect one 811 plate to term. 1 and the other plate 
to Term. 6. On the secondary side, put a jumper between 9 & 10, 1600 volts 
in to term. 8 and feed the PA from term. 11. 


Moving down to the second 7K line, 1100 volts in on terms. 9 & 10, 811 plates 
to terms. 8 & 11. On the secondary side, jumper between 2 & 3, 1600 volts in 
on 1 and 6 to PA. 


Either combination should give the same results. 


Hope this helps. 


Dennis D. W7QHO 
Glendale, CA 


From: "Rhett T. George" <rtg@ee.duke.edu> 

Date: Thu, 11 Apr 2002 08:38:35 -0400 (EDT) 

Message-Id: <200204111238.g3BCcZb11787@atlantic.ee.duke.edu> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: UTC S-22 Mod xfmr connections? 


- Greetings - 


Glad to see the the question of which terminals to use was answered very 
well. The question regarding one 811 plate glowing more than the other 
leads me to this observation. Since the 811 are run in push-pull, the 
audio signal driving one causes it to momentarily pull the PA voltage down 
from 1600 VDC. The opposite half-cycle of audio causes the other to 
momentarily lift the PA voltage above 1600 VDC. Lowering the PA voltage 
from 1600 VDC is much easier for the the 811 to do than raising it. 


Consequently, the tube in the push-pull pair which raises the PA voltage 
has to work harder and should have the hotter plate. 


Hope this helps. 


73 Rhett - KE4HIH 


Message-ID: <1D1B8647FA5CD411A02800508BDFDOA002F69334@stpmsx03.stp.guidant. com> 
From: "Freeberg, Scott (STP)" <Scott.Freeberg@guidant.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: WTB: First 12 Year Set of Electric Radio Magazine 
Date: Thu, 11 Apr 2002 11:01:52 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 


Hi, I'm planning on buying the 12 year set of Electric Radio Magazine. 
Before I call Barry, I was wondering if any list members were interested in 
selling their set. Thanks, 

73, Scott WAIWFA in Saint Paul Minn 


Message-ID: <3CB5BC8E.3A06738C@lobo.net> 

Date: Thu, 11 Apr 2002 10:40:50 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 


Subject: Sonora RA-1 Amplifier (tube) 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Sonora RA-1 Amplifier (tube) 


I've had this oldie for a very long time; it rises to the top of the 
pile for a bit, then disappears. I would appreciate any info as to date, 
use, etc. Here goes: 


The box is in poor condition but much of it is is readable: 


The cardboard box is printed in dark blue ink; this appears on two 
opposite sides of the box: 


"The Sonora A-C Radio Tube; manufactured especially for Sonora 
Phonograph Co. Inc. New York, N.Y. by Arcturus Radio Company Newark N.J. 
Patents Pending . <missing> life, heater type tube is manufactured 
especially for Sonora Radio Sets... It provides humless reception, far 
longer...<missing> and better reception; 


Filament Volts 15 
Filament Current 0.35 
Plate volts 67.5 to 135 
Grid Volts (-) 4.5 


(filament continuity reads about 70 ohms cold) 


There is a picture of a blue tube on the other opposite two sides. Top 
and bottom are long gone. 


End of printing on box. Prining style and fonts .. from the '20s-30s? 


The tube is rolled in white corrugated paper (just about shot), inside 
this box. 


Tube itself: 


Overall height: from bottom of pins to tip of glass 4 3/4" glass 
height above base:2 3/4" 

Color of glass: a very beautiful cobalt blue 

Bulb shape: as early light bulbs-1 3/4" diam hemispheric top with 
pointed tip, tapered side 

Base: Black (bakelite?) with standard length and spacing 4 pins (a la 
80) with side bayonet pin and engraved :"Amplifier RA-1 Sonora 
manufactured by Arcturus Radio Co.Made in U.S.A. 


That's it. I have not put any filament voltage to it to see if it 
glows... might be interesting to do so, starting at a low voltage and 
gradually increasing it... then look at it on a tester to see whether it 
is still functional. 


Is this a really rare bird... or a common oldie? Wonder what they cost 
new? Present value? I am tempted to use it in a breadboard style 
regen... or a QRPP transmitter... or sell it to a millionaire! 


Thanks in advance for any info you may offer, 


Herb Rosenthal W5AN 
Albuquerque 


Date: Thu, 11 Apr 2002 10:10:25 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: UTC S-22 Mod xfmr connections? 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGUEQ031ZYDEDE@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


> Consequently, the tube in the push-pull pair which raises the PA voltage 
> has to work harder and should have the hotter plate. 


It would be interesting to do the following test: Swap the 811's and see 
which tube has the hotter plate. Is it the same tube or is it the same 
position the tube is in? That would prove/disprove the case for the 
heavier loading on the tube that drives the PA to a higher level of output 
hypothesis. Place your bets here...hi! 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Date: Thu, 11 Apr 2002 10:17:57 -0700 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Sonora RA-1 Amplifier (tube) 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGUEQO309YPWD9@mta5.snfc21.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Herb! ! 


You said "filament voltage 15". That doesn't sound right. I think the 
decimal point has disappeared. It probably should be 1.5 volts. Be 
careful (hope it was just a typo). 


Arden 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


From: Herbert M. Rosenthal <herbrose@lobo.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Sonora RA-1 Amplifier (tube) 

Date: Thursday, April 11, 2002 9:40 AM 


Sonora RA-1 Amplifier (tube) 


I've had this oldie for a very long time; it rises to the top of the 
pile for a bit, then disappears. I would appreciate any info as to date, 
use, etc. Here goes: 


The box is in poor condition but much of it is is readable: 


The cardboard box is printed in dark blue ink; this appears on two 
opposite sides of the box: 


"The Sonora A-C Radio Tube; manufactured especially for Sonora 
Phonograph Co. Inc. New York, N.Y. by Arcturus Radio Company Newark N.J. 
Patents Pending . <missing> life, heater type tube is manufactured 
especially for Sonora Radio Sets... It provides humless reception, far 
longer...<missing> and better reception; 


Filament Volts 15 
Filament Current 0.35 
Plate volts 67.5 to 135 
Grid Volts (-) 4.5 


(filament continuity reads about 70 ohms cold) 


There is a picture of a blue tube on the other opposite two sides. Top 
and bottom are long gone. 


End of printing on box. Prining style and fonts .. from the '20s-30s? 


The tube is rolled in white corrugated paper (just about shot), inside 
this box. 


Tube itself: 


VVVVV VV VV VV VV VV VV VV VV VV VV VV 


Overall height: from bottom of pins to tip of glass 4 3/4" glass 
height above base:2 3/4" 

Color of glass: a very beautiful cobalt blue 

Bulb shape: as early light bulbs-1 3/4" diam hemispheric top with 
pointed tip, tapered side 

Base: Black (bakelite?) with standard length and spacing 4 pins (a la 
80) with side bayonet pin and engraved :"Amplifier RA-1 Sonora 
manufactured by Arcturus Radio Co.Made in U.S.A. 


That's it. I have not put any filament voltage to it to see if it 
glows... might be interesting to do so, starting at a low voltage and 
gradually increasing it... then look at it on a tester to see whether it 
is still functional. 


Is this a really rare bird... or a common oldie? Wonder what they cost 
new? Present value? I am tempted to use it in a breadboard style 
regen... or a QRPP transmitter... or sell it to a millionaire! 


Thanks in advance for any info you may offer, 


Herb Rosenthal W5AN 
Albuquerque 


Date: Thu, 11 Apr 2002 13:33:41 -0400 
From: Mike Feher <n4fs@monmouth.com> 
Subject: Re: Sonora RA-1 Amplifier (tube) 


To: 


Old Tube Radios <boatanchors@theporch.com> 


Message-id: <0@14601c1e17£$073207a0$d2775243@n4fs> 
MIME-version: 1.0 

Content-type: text/plain; charset=iso-8859-1 
Content-transfer-encoding: 7BIT 


The Arcturus RA-1 is indeed a 15 volt tube. They are a pretty blue, like 
most Arcturus tubes. I have had several and still have a few. They used to 
be easy to find about 30 or so years ago. 73 - Mike 


Mike B. Feher, N4FS 
89 Arnold Blvd. 
Howell NJ, 07731 


(732) 901-9193 


SeeS5 Original Message ----- 

From: "Arden Allen" <gumbear@pacbell.net> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Thursday, April 11, 2002 1:17 PM 

Subject: Re: Sonora RA-1 Amplifier (tube) 


> Herb!! 

> 

> You said "filament voltage 15". That doesn't sound right. I think the 
> decimal point has disappeared. It probably should be 1.5 volts. Be 

> careful (hope it was just a typo). 

> 

> Arden 

> 

> wee eee ee ee 


From: Herbert M. Rosenthal <herbrose@lobo.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Sonora RA-1 Amplifier (tube) 

Date: Thursday, April 11, 2002 9:40 AM 


Sonora RA-1 Amplifier (tube) 


I've had this oldie for a very long time; it rises to the top of the 
pile for a bit, then disappears. I would appreciate any info as to date, 
use, etc. Here goes: 


The box is in poor condition but much of it is is readable: 


The cardboard box is printed in dark blue ink; this appears on two 
opposite sides of the box: 


"The Sonora A-C Radio Tube; manufactured especially for Sonora 
Phonograph Co. Inc. New York, N.Y. by Arcturus Radio Company Newark N.J. 
Patents Pending . <missing> life, heater type tube is manufactured 
especially for Sonora Radio Sets... It provides humless reception, far 
longer...<missing> and better reception; 


Filament Volts 15 
Filament Current 0.35 
Plate volts 67.5 to 135 
Grid Volts (-) 4.5 


(filament continuity reads about 70 ohms cold) 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 
VV VV VV VV VV VV VV VV VV VV VV VV VV VV WV 


VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 
VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV VV 


To: 
CG: 


There is a picture of a blue tube on the other opposite two sides. Top 
and bottom are long gone. 


End of printing on box. Prining style and fonts .. from the '20s-30s? 


The tube is rolled in white corrugated paper (just about shot), inside 
this box. 


Tube itself: 


Overall height: from bottom of pins to tip of glass 4 3/4" glass 
height above base:2 3/4" 

Color of glass: a very beautiful cobalt blue 

Bulb shape: as early light bulbs-1 3/4" diam hemispheric top with 
pointed tip, tapered side 

Base: Black (bakelite?) with standard length and spacing 4 pins (a la 
80) with side bayonet pin and engraved :"Amplifier RA-1 Sonora 
manufactured by Arcturus Radio Co.Made in U.S.A. 


That's it. I have not put any filament voltage to it to see if it 
glows... might be interesting to do so, starting at a low voltage and 
gradually increasing it... then look at it on a tester to see whether it 
is still functional. 


Is this a really rare bird... or a common oldie? Wonder what they cost 
new? Present value? I am tempted to use it in a breadboard style 
regen... or a QRPP transmitter... or sell it to a millionaire! 


Thanks in advance for any info you may offer, 


Herb Rosenthal W5AN 
Albuquerque 


Old Tube Radios <boatanchors@theporch. com> 


From: "James B. Branch, MD" <cut2cure@earthlink.net> 
Subject: Hammarlund Cabinet Refinishing? 

Message-Id: <110402101.43133@webbox.com> 
Mime-Version: 1.0 

Content-Type: text/plain 

Date: Thu, 11 Apr 2002 11:59:05 -0700 


Can anyone recommend a shop that will refinish an HQ-180 cabinet? 
It's got no holes or dents, it just needs stripping and new 
paint. 


Thanks. 


Message-ID: <003901c1e192$3248ef40$6401a8cO@ec. rr. com> 
From: "Al Parker" <anchor@ec.rr.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Hammarlund Cabinet Refinishing? 
Date: Thu, 11 Apr 2002 15:50:56 -0400 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 8bit 


Hi all, 

I didn't put the "salutation" in this when I tried to send it 
ago. The server didn't like something in the first line, thought 
command. oh well, live & learn. 


> Mike Shelton at NC Total Electronics can supply the right stuff 
to 

> get it done locally. He's not accepting any service work right 
> his website: 

> http://www.nctotalelectronics.com/ 


a minute 
it was a 


for you 


now, per 


> I just did 2 HQ-170 cabinets with paint (and panel screening) from him, 


you 
can see one at: 


Vv 


> http: //www.thecompendium.net/radio/HQ170.htm1 
> 73, 

> Al, W8UT 

> New Bern, NC 

> BoatAnchors appreciated here 

> anchor@ec.rr.com 

> http: //www.thecompendium.net/radio/ 

> http://www.hammarlund.info/ 

> 

> And remember; "-They don¥t make tubes nowadays like they used to..." 
> 

Sooo Original Message ----- 


> From: "James B. Branch, MD" <cut2cure@earthlink.net> 


Vwv 


> Can anyone recommend a shop that will refinish an HQ-180 cabinet? 
> It's got no holes or dents, it just needs stripping and new paint. 


From: "Shirli Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Hammarlund Cabinet Refinishing? 
Date: Thu, 11 Apr 2002 15:58:15 -0400 
Message-ID: <LOBBJHOLOOHLIPLONIAFEEOKFAAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Try these two places: 


Dee's Botanchor marina! 

http: //w4pnt.8k.com 

Patty & Dee's Marina Collectors of "firebottle" radios 

534 W. Main St. 

Waynesboro, Va. 22980 

(540) 249-3161 Cell: (540)471-7023, CELL (540) 480-7179 
W4PNT@VAIX.NET 


NC Total Electronics Co. 

P.O. Box 158 

Swepsonville, NC 27359 

FAX/Voice: (336) 229-5671 

http: //www.nctotalelectronics.com/ 

Via Email: 

The owner: Michael Shelton 
owner@nctotalelectronics.com 

For special requests, estimates or price quotes: 
quotes@nctotalelectronics.com 

For questions about paints: 
paints@nctotalelectronics.com 

For questions about parts (particularly until we get a catalog together): 
parts@nctotalelectronics.com 


(May be on hiatus due to family situation) 


Beovdi= Original Message----- 

> From: James B. Branch, MD 

> Sent: Thursday, April 11, 2002 2:59 PM 
> 


> Can anyone recommend a shop that will refinish an HQ-180 cabinet? 


Message-ID: <3CB5ED95.22FE88AE@lobo.net> 

Date: Thu, 11 Apr 2002 14:10:02 -0600 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Sonora RA-1 Amplifier (tube) 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Arden et al, 

No typo... it definitely says 15, no space for a decimal point to make 
it 1.5. The current is printed as 0.35 and the plate voltage is printed 
as 67.5 to 135, and one may see the spacing between the digits... and 


there is no space between the 1 and the 5 in '15.' 
But thanks for the very good advice... 


Herb Rosenthal W5AN 


Message-Id: <5.1.0.14.2.20020411162310.00b888cO@wort-fm.terracom.net> 
Date: Thu, 11 Apr 2002 16:24:40 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Terry O'Laughlin" <terryo@wort-fm.terracom.net> 

Subject: Heathkit illustrations needed 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Could anyone help me with a copy of the illustrations pages for the HW-8 
QRP kit. I found a half assembled kit in a storage cabinet and one of my 
students wants to assemble it for a project in my RF class. I just need the 
illustration packet referred to in the manual. It sounds like a small set 
of layout drawings. 


Terry O'Laughlin 

Program Director 

Computer and Electronics Dept. 
Madison Area Technical College 
3550 Anderson Street 

Madison, WI 53704 

608-246-6615 
tolaughlin@matcmadison.edu 


From: "Richard W. Solomon" <wiksz@tiac.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: E130L - What is it ? 
Date: Thu, 11 Apr 2002 18:15:02 -0400 
Message-ID: <LOBBJFMMJJCIMDIAGBILMENOGPAA.wiksz@tiac.net> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


I found a pair of Siemens tubes, E130L, look like a 6146 on steroids. 
Anyone know the specs on it. 


Thanks, Dick, W1KSZ 


Date: Thu, 11 Apr 2002 19:35:17 -0400 (EDT) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200204112335.TAA04429@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Sonora RA-1 Amplifier (tube) 


15 volts ‘cause they could run from a toy train or bell-ringer transformer! 


Date: Thu, 11 Apr 2002 19:37:57 -0400 (EDT) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Sonora RA-1 Amplifier (tube) 

Message-ID: <Pine.SUN.3.91-FP.1020411193612 .13104F -100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> You said "filament voltage 15". That doesn't sound right. I think the 
> decimal point has disappeared. It probably should be 1.5 volts. Be 
> careful (hope it was just a typo). 


The old fisrt generation AC tubes from Arcturus had very inefficient 
filaments, and did indeed run at a higher voltage than the standard 201 
and friends. 15 Volts sounds right. 


William Donzelli 
aw288@osfn.org 


End o£ BOATANCHORS Digest 3321 
KAKKKKKKKKK KKK KKK KKK 


